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Manual de instrucciones

Before using the instrument, be sure to read “PRECAUTIONS” on pages 4-5.
Avant d'utiliser I'instrument, lisez attentivement la section « PRECAUTIONS D'USAGE » aux pages 4 et 5.
Antes de utilizar el instrumento, lea las “PRECAUCIONES?”, en las paginas 4-5.

Smart Device App “Smart Pianist” (page 20)
You can get even more enjoyment out of this instrument—with additional functions and highly
intuitive controls—by connecting to the “Smart Pianist” smart device app.

Application « Smart Pianist » pour appareil intelligent (page 20)

Profitez davantage encore de l'instrument, grace a des fonctions supplémentaires et des
commandes extrémement intuitives, en vous connectant a I'application « Smart Pianist » pour
appareil intelligent.

Aplicacion para smartphones o tablets “Smart Pianist” (pagina 20)
Puede disfrutar aun mas este instrumento si lo conecta a la aplicacion “Smart Pianist” para
smartphones o tablets, que proporciona mas funciones y controles muy intuitivos.
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FCC INFORMATION (U.S.A))

1. IMPORTANT NOTICE: DO NOT MODIFY THIS

UNIT!

This product, when installed as indicated in the instruc-
tions contained in this manual, meets FCC require-
ments. Modifications not expressly approved by Yamaha
may void your authority, granted by the FCC, to use the
product.

. IMPORTANT: When connecting this product to acces-

sories and/or another product use only high quality
shielded cables. Cable/s supplied with this product
MUST be used. Follow all installation instructions. Fail-
ure to follow instructions could void your FCC authoriza-
tion to use this product in the USA.

. NOTE: This product has been tested and found to com-

ply with the requirements listed in FCC Regulations, Part
15 for Class “B” digital devices. Compliance with these
requirements provides a reasonable level of assurance
that your use of this product in a residential environment
will not result in harmful interference with other elec-
tronic devices. This equipment generates/uses radio fre-
quencies and, if not installed and used according to the
instructions found in the users manual, may cause inter-
ference harmful to the operation of other electronic

devices. Compliance with FCC regulations does not
guarantee that interference will not occur in all installa-
tions. If this product is found to be the source of interfer-
ence, which can be determined by turning the unit “OFF”
and “ON”, please try to eliminate the problem by using
one of the following measures:

Relocate either this product or the device that is being
affected by the interference.

Utilize power outlets that are on different branch (circuit
breaker or fuse) circuits or install AC line filter/s.

In the case of radio or TV interference, relocate/reorient
the antenna. If the antenna lead-in is 300 ohm ribbon
lead, change the lead-in to co-axial type cable.

If these corrective measures do not produce satisfactory
results, please contact the local retailer authorized to
distribute this type of product. If you can not locate the
appropriate retailer, please contact Yamaha Corporation
of America, Electronic Service Division, 6600 Orangeth-
orpe Ave, Buena Park, CA90620

The above statements apply ONLY to those products
distributed by Yamaha Corporation of America or its sub-
sidiaries.

* This applies only to products distributed by Yamaha Corporation of America.

(class B)

COMPLIANCE INFORMATION STATEMENT
(Supplier’s declaration of conformity procedure)

Responsible Party : Yamaha Corporation of America
Address : 6600 Orangethorpe Ave., Buena Park, Calif. 90620

Telephone : 714-522-9011

Type of Equipment : Digital Piano

Model Name : P-S500

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:
1) this device may not cause harmful interference, and
2) this device must accept any interference received including interference

that may cause undesired operation.

* This applies only to products distributed by
Yamaha Corporation of America.

(FCC SDoC)
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The model number, serial number, power requirements, etc., may be
found on or near the name plate, which is at the bottom of the unit.
You should note this serial number in the space provided below and
retain this manual as a permanent record of your purchase to aid iden-
tification in the event of theft.

Model No.

The name plate is located
on the bottom of the unit.

Serial No.

(bottom_en_01)

For the AC adaptor

Explanation of Graphical Symbols

The lightning flash with arrowhead
symbol within an equilateral triangle is
intended to alert the user to the presence

RISK OF ELECTRIC SHOCK of uninsulated “dangerous voltage”
DO NOT OPEN

within the product’s enclosure that may

be of sufficient magnitude to constitute a
risk of electric shock to persons.

CAUTION: TO REDUCE THE RISK OF The exclamation point within an
COVEELRE:ZTSSASCFIL?CNKE) %ggg;;:mggEBLE equilateral triangle is intended to alert the
PARTS INSIDE. REFER SERVICING TO user to the presence of important

QUALIFIED SERVICE PERSONNEL. operating and maintenance (servicing)
instructions in the literature

accompanying the product.

IMPORTANT SAFETY INSTRUCTIONS

N O A ON -

Read these instructions. 10 Protect the power cord from being walked on or

Keep these instructions. pinched particularly at plugs, convenience
receptacles, and the point where they exit from
the apparatus.

11 Only use attachments/accessories specified by
the manufacturer.

Heed all warnings.
Follow all instructions.
Do not use this apparatus near water.

Clean only with dry cloth. 12 Use only with the cart, stand,

Do not block any ventilation openings. Install in tripod, bracket, or table

accordance with the manufacturer’s instructions. specified by the manufacturer,

Do not install near any heat sources such as or sold with the apparatus. [ )

radiators, heat registers, stoves, or other When a cart is used, use

apparatus (including amplifiers) that produce caution when moving the cart/

heat. apparatus combination to :
Do not defeat the safety purpose of the polarized avoid injury from tip-over.

or grounding-type plug. A polarized plug has two 13 Unplug this apparatus during lightning storms or
blades with one wider than the other. A when unused for long periods of time.
grounding type plug has two blades and a third 14 Refer all servicing to qualified service personnel.
grounding prong. The wide blade or the third Servicing is required when the apparatus has
prong are provided for your safety. If the been damaged in any way, such as power-supply
provided plug does not fit into your outlet, cord or plug is damaged, liquid has been spilled
consult an electrician for replacement of the or objects have fallen into the apparatus, the
obsolete outlet. apparatus has been exposed to rain or moisture,

does not operate normally, or has been dropped.

WARNING
TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPARATUS TO RAIN OR MOISTURE.

(ULB0065_03)
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PRECAUTIONS

PLEASE READ CAREFULLY BEFORE PROCEEDING

Please keep this manual in a safe and handy place for future reference.

For the AC adaptor

& WARNING A CAUTION

e This AC adaptor is designed for use with only Yamaha electronic o When setting up, make sure that the AC outlet is easily accessible. If
instruments. Do not use for any other purpose. some trouble or malfunction occurs, immediately turn off the power
« Indoor use only. Do not use in any wet environments. switch of the instrument and disconnect the AC adaptor from the

outlet. When the AC adaptor is connected to the AC outlet, keep in
mind that electricity is flowing at the minimum level, even if the power
switch is turned off. When you are not using the instrument for a long
time, make sure to unplug the power cord from the wall AC outlet.

For the instrument

A WARNING

Always follow the basic precautions listed below to avoid the possibility of serious injury or even death from electrical
shock, short-circuiting, damages, fire or other hazards. These precautions include, but are not limited to, the
following:

Power supply/AC adaptor Water warning

e Do not place the power cord near heat sources such as heaters or e Do not expose the instrument to rain, use it near water or in damp or
radiators. Also, do not excessively bend or otherwise damage the cord, wet conditions, or place on it any containers (such as vases, bottles or
or place heavy objects on it. glasses) containing liquids which might spill into any openings. If any

* Only use the voltage specified as correct for the instrument. The liquid such as water seeps into the instrument, turn off the power
required voltage is printed on the name plate of the instrument. immediately and unplug the power cord from the AC outlet. Then have

o Use the specified adaptor (page 35) only. Using the wrong adaptor can the instrument inspected by qualified Yamaha service personnel.
result in damage to the instrument or overheating. * Never insert or remove an electric plug with wet hands.

e Use only the supplied power cord/plug.

o Check the electric plug periodically and remove any dirt or dust which Fire warning

may have accumulated on it e Do not put burning items, such as candles, on the unit. A burning item

may fall over and cause a fire.
Do not open
« This instrument contains no user-serviceable parts. Do not open the If you notice any abnormality

instrument or attermpt to disassemble or modify the internal o When one of the following problems occur, immediately turn off the

cgmpoqents n apy way: Iftshould appegr (0 be malfuncngmng, power switch and disconnect the electric plug from the outlet. Then
discontinue use immediately and have it inspected by qualified L :
have the device inspected by Yamaha service personnel.

Yamaha service personnel.
- The power cord or plug becomes frayed or damaged.
- It emits unusual smells or smoke.
- Some object has been dropped into the instrument.
- There is a sudden loss of sound during use of the instrument.
- If any cracks or breakages exist on the instrument.

pmi-7 1/2

4  P-S500 Owner’s Manual



A CAUTION

Always follow the basic precautions listed below to avoid the possibility of physical injury to you or others, or damage
to the instrument or other property. These precautions include, but are not limited to, the following:

Power supply/AC adaptor

e Do not connect the instrument to an electrical outlet using a multiple-
connector. Doing so can result in lower sound quality, or possibly
cause overheating in the outlet.

When removing the electric plug from the instrument or an outlet,
always hold the plug itself and not the cord. Pulling by the cord can
damage it.

Remove the electric plug from the outlet when the instrument is not to
be used for extended periods of time, or during electrical storms.

Do not place the instrument in an unstable position where it might
accidentally fall over.

Do not go near the instrument during an earthquake. Strong shaking
during an earthquake could cause the instrument to move or tip over,
resulting in damage to the instrument or its parts, and possibly
causing injury.

When transporting or moving the instrument, always use two or more
people. Attempting to lift the instrument by yourself may damage your
back, result in other injury, or cause damage to the instrument itself.
Before moving the instrument, remove all connected cables, to prevent
damage to the cables or injury to anyone who might trip over them.
When moving the instrument, hold the bottom of the instrument.
Holding the niche where the connectors are located may damage the
connectors or the instrument, and result in injury.

When setting up the product, make sure that the AC outlet you are
using is easily accessible. If some trouble or malfunction occurs,
immediately turn off the power switch and disconnect the plug from the
outlet. Even when the power switch is turned off, electricity is still
flowing to the product at the minimum level. When you are not using
the product for a long time, make sure to unplug the power cord from
the wall AC outlet.

Use only the stand specified for the instrument (page 17). When
attaching it, use the provided screws only. Failure to do so could cause
damage to the internal components or result in the instrument falling
over.

Do not lean the instrument up against a wall or lay it with the
connectors side down. The instrument may fall over and result in
damage or cause injury. Make sure to put the instrument horizontally
on a desk or use the stand specified for the instrument (page 17).

e Before connecting the instrument to other electronic components, turn
off the power for all components. Before turning the power on or off for
all components, set all volume levels to minimum.

e Be sure to set the volumes of all components at their minimum levels
and gradually raise the volume controls while playing the instrument to
set the desired listening level.

Do not insert a finger or hand in any gaps on the instrument.

Never insert or drop paper, metallic, or other objects into the gaps on
the panel or keyboard. This could cause physical injury to you or
others, damage to the instrument or other property, or operational
failure.

Do not rest your weight on, or place heavy objects on the instrument,
and do not use excessive force on the buttons, switches, music rest or
connectors.

Do not use the instrument/device or headphones for a long period of
time at a high or uncomfortable volume level, since this can cause
permanent hearing loss. If you experience any hearing 10ss or ringing
in the ears, consult a physician.

Yamaha cannot be held responsible for damage caused by improper use or
modifications to the instrument, or data that is lost or destroyed.

Always turn the power off when the instrument is not in use.

Even when the [ ¢y] (Standby/On) switch is in standby status (power lamp
is off), electricity is still flowing to the instrument at the minimum level.
When you are not using the instrument for a long time, make sure you
unplug the power cord from the wall AC outlet.

DMI-7 2/2
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NOTICE

Information

To avoid the possibility of malfunction/ damage to the
product, damage to data, or damage to other property,
follow the notices below.

B Handling

« Do not connect this product to a public Wi-Fi and/or Internet
service directly. Only connect this product to the Internet
through a router with strong password protections. Consult
your router manufacturer for information on optimum
security practices.

Do not use the instrument in the vicinity of a TV, radio,
stereo equipment, mobile phone, or other electric devices.
Otherwise, the instrument, TV, or radio may generate noise.
When you use the instrument along with an application on
your smart device such as a smartphone or tablet, we
recommend that you set Wi-Fi to on after setting “Airplane
Mode” to on on that device in order to avoid noise caused by
communication.

Do not expose the instrument to excessive dust or vibrations,
or extreme cold or heat (such as in direct sunlight, near a
heater, or in a car during the day) to prevent the possibility of
panel disfiguration, damage to the internal components or
unstable operation. (Verified operating temperature range: 5°
~ 40°C, or 41° - 104°E)

Do not place vinyl, plastic or rubber objects on the
instrument, since this might discolor the panel or keyboard.

B Maintenance

» When cleaning the instrument, use a soft and dry/slightly
damp cloth. Do not use paint thinners, solvents, alcohol,
cleaning fluids, or chemical-impregnated wiping cloths.

B Saving data

« Some of the data of this instrument (page 29) are retained
when the power is turned off.
To protect against data loss due to some failure, and operation
mistake, etc., save your important data to the smart device
application “Smart Pianist.” You can back up the data and
setting of this instrument to “Smart Pianist” as a backup file.

B About copyrights

« Copying of the commercially available musical data including
but not limited to MIDI data and/or audio data is strictly
prohibited except for your personal use.

« This product incorporates and bundles contents in which
Yamaha owns copyrights or with respect to which Yamaha
has license to use others' copyrights. Due to copyright laws
and other relevant laws, you are NOT allowed to distribute
media in which these contents are saved or recorded and
remain virtually the same or very similar to those in the
product.

* The contents described above include a computer program,
Accompaniment Style data, MIDI data, WAVE data, voice
recording data, a score, score data, etc.

* You are allowed to distribute medium in which your
performance or music production using these contents is
recorded, and the permission of Yamaha Corporation is not
required in such cases.

B About functions/data bundled with the
instrument

« Yamaha may from time to time update firmware of the
product without notice for improvement in functions and
usability. To take full advantage of this instrument, we
recommend that you upgrade your instrument to the latest
version. The latest firmware can be downloaded from the
website below:
https://download.yamaha.com/

Some of the preset songs have been edited for length or
arrangement, and may not be exactly the same as the original.

This device is capable of using various types/formats of music
data by optimizing them to the proper format music data for
use with the device in advance. As a result, this device may
not play them back precisely as their producers or composers
originally intended.

B About this manual

« The illustrations and LCD screens as shown in this manual
are for instructional purposes only, and may appear
somewhat different from those on your instrument.

The letters at the end of the model name (such as “B,” “WH”)
indicate the color of the instrument. Since they simply
indicate the appearance, these letters are omitted in this
manual.

Windows is a registered trademark of Microsoft® Corporation
in the United States and other countries.

Apple, iTunes, iPhone, iPad, iPod touch and Lightning are
trademarks of Apple Inc., registered in the U.S. and other
countries.

Android and Google Play are trademarks of Google LLC.

The company names and product names in this manual are
the trademarks or registered trademarks of their respective
companies.
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Compatible formats for this instrument

m fidi2 gMm2

“GM (General MIDI)” is one of the most common Voice allocation formats. “GM System Level 2” is a standard specification that
enhances the original “GM” and improves Song data compatibility. It provides for increased polyphony, greater Voice selection,
expanded Voice parameters, and integrated effect processing.

D GRE
XG is a major enhancement of the GM System Level 1 format, and was developed by Yamaha specifically to provide more Voices

and variations, as well as greater expressive control over Voices and effects, and to ensure compatibility of data well into the
future.

G s

GS was developed by the Roland Corporation. In the same way as Yamaha XG, GS is a major enhancement of the GM specifically
to provide more Voices and Drum kits and their variations, as well as greater expressive control over Voices and effects.

léﬁXF

The Yamaha XF format enhances the SMF (Standard MIDI File) standard with greater functionality and open-ended
expandability for the future. This instrument is capable of displaying lyrics when an XF file containing lyric data is played.

P-S500 Owner’s Manual
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Thank you for purchasing this Yamaha Digital Piano!

This instrument gives you the pleasure of playing your favorite songs by yourself with the help of the
Stream Lights feature. We recommend that you read this manual carefully so that you can fully take
advantage of the advanced and convenient functions of the instrument. We also recommend that you keep
this manual in a safe and handy place for future reference.

About the Manuals

This instrument has the following documents and instructional materials.

Included Documents

.m Owner’s Manual (this book)

== Explains how to use this instrument.

Online Materials (Downloadable from the web)

P Data List

Contains lists of Voices and Styles, as well as MIDI-related information of this instrument.

= Computer-related Operations
Includes instructions on connecting this instrument to a computer, and operations related to transmitting/
receiving data.

To obtain these manuals, access the Yamaha Downloads, enter the model name for searching the desired files.

Yamaha Downloads

https://download.yamaha.com/

Included Accessories

B Owner’s Manual (this book) x 1
B Online Member Product Registration x 1

B ACadaptor x 1, Power cord x 1 (May not be included depending on your area. Check with your
Yamaha dealer.)

B Musicrest x 1
B Footswitch x 1

8
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Main Features

— A World of Piano Performance and Control with Smart Pianist —

J
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Get more fun out of your piano with Smart Pianist

By using this instrument with the smart device app “Smart Pianist,” you can fully enjoy various functions,
such as playing along with a favorite song, or performing with a band or ensemble. Try installing the app to
your smart device and connect with this instrument to take advantage of those added features.

For details on the app and compatible devices, see the website below or search “Yamaha Smart Pianist” on a
web search engine. For connection, refer to page 20.

https://www.yamaha.com/kbdapps/

The Smart Pianist
smart device app

Play your favorite songs right away

A number of songs, including popular, classical and lesson songs, are pre-installed to this instrument.
Smart Pianist allows you to view the music notation (score) of these songs. For people who have difficulty
reading notation, the Stream Lights function (page 27) shows which key to play next. Just press the keys at
the right time as indicated by the moving lights above the keys.

Moreover, by using the Guide function, you can practice at your own pace since Song playback pauses and
waits for you to play the correct notes. It also allows you to practice by one-hand, or repeatedly practice a
specified range of the song.

Scarborough Fair >

The app also includes an “Audio To Score” function, which automatically creates a piano accompaniment
score from songs on your smart device. Even without a score, you can enjoy playing piano accompaniment
to a song.

10
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Enjoy backing band accompaniment and singing with your own performance

This instrument features a wide variety of instrumental Voices, including piano, organ, guitar, saxophone
and more. It also allows you to layer two Voices, or play different Voices in the right- and left- hand
sections. Moreover, the Style function provides dynamic backing band accompaniment, even when you’re
playing by yourself, and features a wide number of patterns in various genres to match your performance.
You can even connect a microphone and sing along with your own performance—and has luxurious
harmony functions that allow you to automatically create vocal chorus backing for yourself, even when
you're singing alone.

= style

Standard 8Beat

Playing with your favorite piano sound

The piano Voices have been created with samples of Yamaha’s flagship CFX concert grand piano and the
world renowned Bdsendorfer* concert grand piano. On Smart Pianist, the Piano Room function
reproduces the way sound echoes based on the environment (such as a concert hall), and the subtle changes
in sound due to the opening or closing of the lid of a grand piano—Iletting you customize the piano sound
to your exact liking.

*Bosendorfer is a subsidiary company of Yamaha.

Using Smart Pianist gives you access to many more convenient and powerful functions—such as recording,
adjusting volume balance among the keyboard parts/Song/Style, and transposing the pitch of the Song. (See
page 36 for these additional functions.)

NOTE
All screen examples shown here have been captured from the app with the latest specifications as of the publishing date. The screens
and the specifications may be updated for improvement.

]

Main Features — A World of Piano Performance and Control with Smart Pianist -
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Panel Controls and Terminals

)

(4] (5] (6] (7] 8] 9] (10

FUNCTION METRONOME VOICE STYLE SONG TEMPO GUIDE

@YAMAHA

SIPUILLII], PUD S]04JU0)) [oUD]

(1]
0O ||a1]B-1 F3|G3
(3]
Top Panel
(1 M[0)) (Standby/On) switch (page 14) @ [GUIDE] button (page 27)
Turns on the instrument’s power or sets to standby. Calls up the display for setting the Guide function.
© [MASTER VOLUME] slider (page 15) ® Display
Adjusts the overall volume. Indicates the current instrument’s setting.
© [PHONES] jacks (page 19) @ [-1/[+] buttons (page 24)
For connecting headphones. For selecting a Voice or Style, or changing a
@ parameter value such as tempo. Holding one of
o [FUNCTION] button (p age 28) O these buttons changes the value continuously.
Calls up the display for set‘tlng various functions, Pressing both [-] and [+] buttons simultaneously
such as transpose and tuning. can reset the parameter to the default value.
© [METRONOME] button (page 27) ® [»/M] (Start/Stop) button (page 24)
Turns the metronome on or off. Starts or stops playback of the selected Song or Style.
O [VOICE] buFton (page 24) _ @ Stream Lights (page 27)
Calls up the display for selecting Voices. Four lamps are embedded on top of each keys.
@ [STYLE] button (pa. ge 25) These lampF light in succession ifl a flescending
Calls up the display for selecting Styles pattern during Song playback to indicate the notes
' you should play and when you should play them.
© [SONG] button (page 26)
Calls up the display for selecting Songs. The control buttons and display are shown when the
(o) [TEMPO] button (page 26) power is turned on.
Calls up the display for adjusting tempo.
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Rear Panel
@
® ®© O ®© ©

© 0 @00

2 0 @ 23]

USB TO DEVICE iPad 5V 21A  USB TO HOST AUXPEDAL  PEDAL UNIT

@ [USB TO DEVICE] terminal (page 22)
For connecting a USB wireless LAN adaptor (sold
separately).

@ [iPad] terminal (pages 21, 33)
For connecting a smart device with a Lightning
connector.

@ [USB TO HOST] terminal (pages 21, 32, 33)
For connecting a smart device with a USB Type-C
connector or a computer.

@ [AUX PEDAL] jack (page 17)
For connecting the included footswitch or
separately sold foot pedals.

® [PEDAL UNIT] jack (page 17)
For connecting a separately sold pedal unit.

MIN_ MAX R /LR 2y ===
MICINPUT  MICVOLUME  AUXIN AUX OUT +-9—

@ [MIC INPUT] jack (page 31)

For connecting a microphone.

@ [MIC VOLUME] knob (page 31)
For adjusting the input level of the [MIC INPUT]
jack.

@ [AUX IN] jack (page 30)
For connecting an external audio device, such as a
portable audio player. Audio playback by the
connected device can be output from this
instrument’s speaker.

@ AUX OUT [R]/[L/L+R] jacks (page 31)
For connecting an audio device such as a speaker.
The sound played on this instrument can be output
from the connected external device’s speaker.

@ DCIN jack (page 14)
For connecting the AC adaptor.

|

Panel Controls and Terminals
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Starting Up

This section explains how to set up and start using your instrument. Setup is so simple, you can start

playing right away.

Turning the power on or off

1 Connect the plugs of the AC adaptor and the power cord in the order shown in the

N

illustration.
@
E 1-2
B
s —_:]. DC IN jack (page 13)
DC plu
pluo AC outlet

24y === 1_3
+D— %
oy
AC adaptor «@mﬁ?—/
Power cord AC plug

The shape of the plug and outlet differ depending on the particular locale.

/\ WARNING
Use the specified AC adaptor (page 35) only. Using the wrong AC adaptor can result in damage to the instrument or

overheating.
/\ CAUTION

When setting up the product, make sure that the AC outlet you are using is easily accessible. If some trouble or
malfunction occurs, immediately turn the power off and disconnect the plug from the outlet.

NOTE
When disconnecting the power cord/AC adaptor, first turn off the power, and then follow this procedure in reverse order.

2 Turn down the [MASTER VOLUME] slider to “MIN.”

3 o
Power
indicator

MASTER
VOLUME

& J

3 Pressthe [b] (Standby/On) switch to turn the power on.
The power indicator on the [b] (Standby/On) switch lights up, and the control buttons appear.

4 Adjust the volume.
Play the keyboard to produce sound and turn up the [MASTER VOLUME] slider slowly while

you adjust the volume.
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5 After you finish using the instrument, turn off the power by pressing the
Y g y g
[D] (Standby/On) switch for a second.

The display, control buttons and power indicator are all turned off.

/\ CAUTION

Even when the [®] (Standby/On) switch is in standby status, electricity is still flowing to the instrument at the
minimum level. Remove the electric plug from the outlet when the instrument is not to be used for extended
periods of time, or during electrical storms.

NOTICE

¢ Do not press any keys or pedals until the instrument has completely started up (the control buttons appear) after
turning on the switch. Doing so may cause malfunction.

« If you need to force-quit the instrument, hold down the [(®] (Standby/On) switch for longer than three seconds.
Keep in mind that the force-quit operation might cause data loss and damage to the instrument.

Auto Power Off function

To prevent unnecessary power consumption, this instrument features an Auto Power Off function that
automatically turns the power off if the instrument is not operated for a specified period of time. The
amount of time that elapses before the power is automatically turned off is approximately 30 minutes by
default; however, you can change the setting from [Utility] > [System] on Smart Pianist.

NOTICE
Any data which are not saved will be lost if the power automatically turns off. Make sure to save your data before this happens.

Disabling Auto Power Off (simple method)

Turn the power on while holding down the lowest key on the keyboard. The instrument starts up with the Auto
Power Off function disabled.

Lowest key (A-1)
| 0]

! + /P

O

You can enable/disable the Auto Power Off function by using the [FUNCTION] button (page 29).

Adjusting the Master Volume

To adjust the volume of the entire keyboard sound, use the [MASTER VOLUME] Wt Increases
slider. Play the keyboard to check the sound while you adjust the volume. w10 10VEL
/\ CAUTION
Do not use the instrument for a long period of time at a high or uncomfortable volume level, since
this can cause permanent hearing loss. .
Decreases
the level.

Intelligent Acoustic Control (IAC)

IAC is a function which automatically adjusts and controls the sound quality according to the overall
volume of the instrument. Even when playing the instrument with the overall volume turned down, it
permits both low sounds and high sounds to be clearly heard. IAC is effective only from the sound output
of the instrument speakers. This function is set to on by default; however, you can turn it on or off, and set
the depth from [Utility] > [Sound Setting] on Smart Pianist.

]
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Attaching the music rest

1 Insert the music rest into the slots.

S

—

2 Open the stand at the rear side of the music rest to fit into the groove.

\!

3 Slide the music rest to the right so that it is securely fastened.

»

fii}

To detach the music rest, slide the music rest to the left and then lift it up.

/\ CAUTION
* Before using the music rest, make sure that the stand fits into the groove and is fastened securely. Also, be sure to remove your
smart device, etc. from the music rest when moving the instrument. Failure to do so may result in damage to the instrument or

smart device, or even injury.
* Be careful to avoid catching your fingers when attaching or detaching the music rest.
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Using a pedal (footswitch) - [AUX PEDAL] jack

Connect the included footswitch to the [AUX PEDAL] jack. Just as with a damper pedal of a piano, pressing
the footswitch sustains notes even when you release your fingers from keyboards. Other separately sold
foot pedal FC3A or footswitch FC4A/FC5 can also be connected to this jack. The FC3A allows you to use
the Half Pedal function (page 18).

-:w

AUX PEDAL

You can change the function of the pedal from [Utility] > [Pedal Setting] on Smart Pianist. Various
functions such as “Style Start/Stop” are available.

NOTE

e Make sure that the power is off when connecting or disconnecting the footswitch/foot pedal.

¢ Do not press the footswitch/foot pedal while turning the power on. Doing this changes the recognized polarity of the footswitch/foot
pedal, resulting in reversed operation.

Using a pedal unit and keyboard stand (sold separately) - [PEDAL
UNIT] jack

A separately sold LP-1B/LP-1WH pedal unit can be connected to the [PEDAL UNIT] jack. When
connecting the pedal unit, make sure to also assemble the unit on the separately sold L-300B/L-300WH
keyboard stand. On the metal brackets of the L-300B/L-300WH, there are screw holes “A” and “B.” When
assembling the keyboard stand for the P-S500, make sure to use the screw holes indicated by “A” on the
metal brackets of the stand. For details, refer to the assembly manual of the stand.

']’

PEDAL UNIT

NOTE
e Make sure that the power is off when connecting or disconnecting the pedal unit.

¢ Do not press the pedals while turning the power on. Doing this changes the recognized polarity of the pedals, resulting in reversed
operation.

]
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Pedal Unit functions

By default, the following functions are assigned to each pedal. You can also assign other functions such as
“Style Start/Stop” to the pedals from [Utility] > [Pedal Setting] on Smart Pianist.

B Damper pedal (right pedal)
Pressing this pedal lets you sustain notes even after releasing the keys. You can :
use the Half Pedal function (see below) with this pedal. 19!L

1

When you press the damper
pedal here, the notes you
play before you release the
pedal have a longer sustain.

L

B Sostenuto pedal (center pedal) | J

If you play a note or notes on the keyboard and press the sostenuto pedal while .! C -

the note(s) are held, those notes will sustain as long as you hold the pedal but eit -

all subsequently played notes will not be sustained. This makes it possible to I

sustain a note or notes, for example, while other notes are played staccato. When you press the sostenuto

pedal here while holding the
note(s), the notes will sustain
as long as you hold the pedal.

B Soft pedal (left pedal)
The soft pedal reduces the volume and slightly changes the timbre of notes played while the pedal is
pressed. The soft pedal will not affect notes that are already playing when it is pressed. In order to apply this

effect, play notes after pressing the pedal.

Half Pedal function (for LP-1B/LP-1WH and FC3A)

The FC3A (page 17) and the right pedal of the LP-1B/LP-1WH have a Half Pedal function which allows you to use
half-damper techniques, in which the damper is pressed somewhere between all the way down and all the way up.
In this half-damper state (on a real piano), the damper felts only partially mute the strings. The Half Pedal function
lets you delicately and expressively control the damper muting, and create subtle nuances in your performance, by
finely controlling the point at which pressure on the pedal affects the damper muting. The point is called “Half
Pedal Point” and can be set in the [Piano Room] of Smart Pianist.

18
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Using headphones - [PHONES] jacks

Connect a pair of headphones to the [PHONES] jacks. Since this instrument is equipped with two
[PHONES] jacks, you can connect two pairs of headphones.

Standard stereo phone plug

/\ CAUTION

Do not use the headphones for a long period of time at a high or uncomfortable volume level, since this can cause permanent
hearing loss.

Reproducing the natural sensation of sound distance (even when using headphones)
—Binaural Sampling and Stereophonic Optimizer

This instrument features two advanced technologies that allow you to enjoy exceptionally realistic, natural
sound, even though listening on headphones.

B Binaural Sampling (“CFX Grand” Voice only)

Binaural Sampling is a method that uses two special microphones set at the ear position of a performer and
records the sound from a piano as it would actually be heard. Listening to the sound with this effect
through headphones gives the impression of being immersed in the sound, as if it was actually emanating
from the piano. Moreover, you can enjoy the sound naturally for a long time without ear fatigue. When the
“CFX Grand” Voice is selected, connecting the headphones automatically enables the binaural sampling
sound.

Sampling
A technology which records the sounds of an acoustic instrument and then stores them to the tone generator to be played based on
information received from the keyboard.

B Stereophonic Optimizer (VRM Voices other than “CFX Grand”)

Stereophonic Optimizer is an effect which reproduces the natural sound distance, like with the sound of
Binaural Sampling, even though you are listening to it on headphones. When one of the VRM Voices other
than “CFX Grand” is selected, connecting the headphones automatically enables the Stereophonic
Optimizer. To see which Voices are VRM Voices, refer to the Data List on the website.

What is VRM?

On an actual acoustic piano, if you press the damper pedal and play a key, not only does the string of the pressed
key vibrate, it also causes other strings and the soundboard to vibrate, each influencing the rest and creating a rich
and brilliant resonance that sustains and spreads. The VRM (Virtual Resonance Modeling) technology featured in
this instrument reproduces the complicated interaction of both string and soundboard resonance faithfully using a
virtual musical instrument (physical modeling), and makes the sound more like a real acoustic piano. Since
instantaneous resonance is made at the moment according to the state of the keyboard or pedal, you can vary the
sound expressively by changing the timing of your pressing the keys, and the timing and depth of your pressing the
pedal.

]
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Playing with Smart Pianist

]
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You can take greater advantage of this instrument and get even more enjoyment from it by connecting it to
your smart device and using the Smart Pianist smart device app. Smart Pianist gives you convenient and
powerful access to additional functions, such as recording and Registration Memory. Moreover, the display
gives you exceptionally intuitive visual control, making it even easier to control the instrument.

To see what you can do on the instrument by itself, or by using the Smart Pianist, refer to the list on page 36.

NOTICE
All settings on the instrument are replaced by the settings on Smart Pianist when the instrument is connected with Smart Pianist.

Installing Smart Pianist

Get the Smart Pianist app and install it on your smart device!
« iPadOS/iOS: Available on the App Store
o Android: Available on Google Play

@YAMAHA

For details on the app and the compatible devices, see the website below.
https://www.yamaha.com/kbdapps/

Connecting with Smart Pianist

This instrument can be connected to a smart device via a USB cable or Wi-Fi (wireless LAN). For
instructions on connecting the instrument with a smart device, the “Connection Wizard” of Smart Pianist
will guide you according to the condition of the instrument you are using.

Start Connection Wizard

CFX Grand

1 On Smart Pianist, tap the [=] icon located at the upper left on the display to open the
menu.

2 Tap [Instrument] to call up the Connection display.
3 Tap [Start Connection Wizard] at the bottom.

4 Follow the Connection Wizard.
When the connection is done successfully, “P-S500” is shown next to [Instrument] located at
the lower left on the display. When the instrument is connected with Smart Pianist, the control
buttons on the instrument are disabled, and all control over the instrument is done by using
Smart Pianist.
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Examples of connection via cables

NOTE
The [iPad] terminal and [USB TO HOST] terminal cannot be used at the same time for connecting smart devices.

B Lightning connector devices (iPhone, iPad, etc.)
Connect the device to the [iPad] terminal by using a Lightning - USB cable. The iPhone or iPad connected
to this terminal is automatically charged during use.

iPad iPhone

iPad 5V 21A

: - <—_t_t

Lightning — USB cable e

Instrument 0

NOTICE
¢ The [iPad] terminal is dedicated for connection with iOS or iPadOS devices. Do not connect other devices to the terminal.
¢ Use an Apple Lightning - USB cable of less than 3 meters.

B Micro B or USB Type-C connector devices

Connect the device to the [USB TO HOST] terminal by using an appropriate USB conversion adaptor and
a USB cable. Before using the [USB TO HOST] terminal, be sure to read “Precautions when using the [USB
TO HOST] terminal” (page 22).

(=
Micro B
e o =D ﬁ
o .
USB TO HOST USB conversion adaptor 0 Smart device

(Type A female — Micro B male)

h i [ s i | 2
T o
USB conversion adaptor e
Instrument (Type A female —Type C male)
USB USB e . =D ﬁ
(Type B male) (Type A male) Smart device
=
Type C

A USB type-C connector iPadOS device can also be connected by using the Apple USB-C Digital AV
Multiport Adapter or Apple USB-C VGA Multiport Adapter.
NOTE

e The smart device cannot be charged when it is connected to the [USB TO HOST] terminal.
e Not all commercially available USB conversion adaptors are compatible.

]
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Precautions when using the [USB TO HOST] terminal

When connecting the smart device to the [USB TO HOST] terminal, make sure to observe the following points to avoid

freezing the smart device/instrument and corrupting or losing the data.

NOTICE

¢ Use an AB type USB cable of less than 3 meters. USB 3.0 cables cannot be used.

* Execute the following before turning the power to the instrument on/off or plugging/unplugging the USB cable to/from the
[USB TO HOST] terminal.
- Quit any open app on the smart device.
- Make sure that data is not being transmitted from the instrument. (Data is transmitted even when the notes on the

keyboard are played or a Song is played back.)

¢ While the smart device is connected to the instrument, you should wait for six seconds or more between these operations:
(1) when turning the power of the instrument off then on again, or (2) when alternately connecting/disconnecting the USB
cable.

If the smart device or the instrument freezes, restart the app or the smart device, or turn the power to the instrument off
then on again.

Examples of connection via Wi-Fi (Wireless LAN)

For Wi-Fi connection, you need a separately sold wireless LAN adaptor (UD-WLO01). Before connecting the
wireless LAN adaptor, be sure to read “Precautions when using the [USB TO DEVICE] terminal” below.

USB wireless LAN adaptor Access point

; (UD-WLO1)
] | =)o ]
e

Instrument

Smart device
USB TO DEVICE Wireless

LAN

Wireless
LAN

NOTICE
Do not connect this product to a public Wi-Fi and/or Internet service directly. Only connect this product to the Internet through a
router with strong password protections. Consult your router manufacturer for information on optimum security practices.

NOTE
The instrument can be connected via Wi-Fi directly without need of an access point. However, in this condition Internet access will be
disabled on your smart device, and certain functions may be limited, such as mailing, searching and some functions of Smart Pianist.

Precautions when using the [USB TO DEVICE] terminal
This instrument features a built-in [USB TO DEVICE] terminal. When connecting a USB device to the terminal, be sure
to handle the USB device with care. Follow the important precautions below.

NOTE
For more information about the handling of USB devices, refer to the owner’s manual of the USB device.

B Compatible USB devices

» USB wireless LAN adaptor (UD-WLO01; sold separately)

« USB flash drive (can only be used to update the software; not for use in saving files, reading data, recording nor playing
back)

Other USB devices such as a USB hub, computer keyboard or mouse cannot be used.

NOTICE

The rating of the [USB TO DEVICE] terminal is a maximum of 5V/500mA. Do not connect USB devices having a rating above

this, since this can cause damage to the instrument itself.

B Connecting a USB device
When connecting a USB device to the [USB TO DEVICE] terminal, make sure that the connector on the device is
appropriate and that it is connected in the proper direction.

NOTICE

¢ Avoid connecting or disconnecting the USB device when accessing the USB device. Failure to observe this may result in
“freezing” of the operation of the instrument or corruption of the USB device and the data.

* When connecting and then disconnecting the USB device (and vice versa), make sure to wait a few seconds between the
two operations.

* Do not use an extension cable when connecting a USB device.
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Disconnecting Smart Pianist

You can disconnect the instrument from Smart Pianist by closing the app on the smart device, or by
following the operation steps below on the instrument itself.

Even if Smart Pianist is disconnected, you can use the instrument with the settings you’ve made on the app
maintained until the power of the instrument is turned off.

1 Press anywhere on the panel next to the display (where control buttons would
normally be shown).

A message is shown in the display.

2 To disconnect, press the [+] button.

To cancel, press the [-] button.

B To reconnect with Smart Pianist:

On the menu of Smart Pianist, tap [Instrument] to call up the Connection display (steps 1 — 2 on page 20),
and then select “P-S500” If “P-S500” is not shown in the Connection display, start the Connection Wizard
again.

]
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Playing the Instrument Stand-alone

This chapter explains about the functions that can be controlled by using this instrument alone (without
Smart Pianist). When the instrument is connected with Smart Pianist, the control buttons on the
instrument cannot be used. Disconnect the instrument from Smart Pianist (page 23) to use these buttons.

o (2] (3] (4] (5] (6] o
FUNCTION METRONOME VOICE STYLE SONG TEMPO GUIDE - + »/n
o [FUNCTION] ,,,,,,,,,,,,,,,,,, page 28 For changing the parameter value. Holding one of
these buttons changes the value continuously.
e [METRONOME]............ page 27 Pressing both [+] and [-] button